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INTERFACES-EXTERNAL CONNECTORS

BNC for time synchronisation signal

Charge connector

Charge LED

PPS LED

USB connector

TECHNICAL SPECIFICATIONS

Gyro Module
Max. Angular Rate -20 ... + 140°/s
Resolution 18 bit

Self calibrated using the radars North and time
reference

Battery

Battery Type NiMH 4,8V/1,2 Ah
Operating Current 250 mA typ.
Battery Autonomy max 4h

100% at +10°C <-> + 30°C
80% at 50°C
20% at -20°C

Internal Charge Controller

Inclino Module

Measuring Range +20°
Static Accuracy +0,6° out to 20°
Dynamic Accuracy +0,02°

Positioning

12rpm radar

within 1m of rotation center of antenna

6rpm radar

within 4m of rotation center of antenna

Charge Temperature

GENERAL SPECIFICATIONS

0°C <-> +50°C

Discharge Temperature

-20°C <-> +50°C

Storage Temperature

6 months -40°C <-> +50°C
2 years -20°C <-> +35°C
Size 120x120x90 mm
Weight 1,3Kg

INTERSOFT ELECTRONICS NV
Lammerdries-Oost 27

B-2250 Olen, Belgium

tel +32 14 23 18 11

fax +32 14 231944
support@intersoft-electronics.com

WWW.INTERSOFT-ELECTRONICS.COM

IE-BR-RGI59%-RER794-v01.idd



