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INTERFACES
USB Interface

for remote programming and high speed data
throughput.

USB2; 480Mbit/s transfer rate

compatible with USB1: 10Mbit/s transfer rate

Video Interface BNC Gain
BNC Phase

RF Main Interface N female

RF Monitor Interface BNC female

TRANSMITTER
Frequency Range

900MHz - 3.5GHz

Amplitude Typical RCS -40..+20dBz
On/Off Dynamic Range >70dB
Doppler 0..50kHz

TEST RECEIVER
Frequency Range

900MHz - 3.5GHz

Sensitivity Amplitude Detector

-50dBm

Phase Detector

0-180°

OPTIONAL: Optical Delay Line

Delay

10..250us (to be specified on order)

POWER REQUIREMENTS
Power supply

85-264VAC/47-440Hz or 120-370VDC
Fused with 1.6A

MECHANICAL SPECIFICATIONS
Dimensions

600x220x460 WxHxD(mm)

Weight

14kg
packed in black pelicase, incl. accessories

INTERSOFT ELECTRONICS NV
Lammerdries-Oost 27

B-2250 Olen, Belgium

tel +32 14 23 18 11

fax +32 14 23 19 44
support@intersoft-electronics.com

WWW.INTERSOFT-ELECTRONICS.COM
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